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  On  February  2,  1999,  at  1711 mountain standard time, a Cessna 208B, N980FE, was substantially
damaged  when the airplane nosed down during taxi for takeoff at Yellowstone Regional Airport, Cody,
Wyoming.    The  airline  transport rated pilot, the sole occupant in the airplane, was not injured.
The  airplane  was  being  operated  by  Corporate  Air  of  Billings,  Montana, dba Federal Express
Corporation  under  Title  14  CFR  Part  135.    Visual meteorological conditions prevailed for the
cross-country  cargo  flight which was taxiing for departure at the time of the accident.  A company
VFR flight plan had been filed with the destination of Riverton, Wyoming.  

FAA  records indicated that the pilot got a weather briefing at 1521, and the winds were 250 degrees
at  21  knots, gusting to 38 knots.  The pilot reported that taxied out for a departure on runway 22
at  approximately  1708.  The pilot said that as he was taxiing out, he was monitoring the airport's
Automatic  Weather  Observation Station (AWOS), and it was reporting the maximum wind velocity of 34
to  36  knots.    The pilot reported that as he turned the airplane from northwest to northeast, the
wind  lifted  the airplane's left wing.  The airplane nosed down with its left main landing gear off
the ground and the engine's propeller in the ground.  The right wing spar was bent.

The  AWOS  wind  report at 1714 (approximately 3 minutes after the accident), was 250 degrees, at 27
knots  gusting to 43 knots.  The manufacturer's Information Manual for this airplane states that the
maximum demonstrated crosswind velocity is 20 knots (not a limitation).

NoNo

Airplane208B                Cessna

On Airport

MST171182414    WYCODY           

NTSBAccident

None02/02/1999

N980FEDEN99LA036 
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Landing Facility/Approach Information
Airport Name

Runway Surface Type:
Runway Surface Condition:

Airport ID:

Type Instrument Approach:

VFR Approach/Landing:

Aircraft Information
Aircraft Manufacturer

Airworthiness Certificate(s):

Landing Gear Type:
Homebuilt Aircraft? Number of Seats:
Engine Type:

- Aircraft Inspection Information
Type of Last Inspection

- Emergency Locator Transmitter (ELT) Information
ELT Installed? ELT Operated?

Owner/Operator Information
Registered Aircraft Owner

Operator of Aircraft

Operator Does Business As:
- Type of U.S. Certificate(s) Held:
Air Carrier Operating Certificate(s):

Operating Certificate:
Regulation Flight Conducted Under:
Type of Flight Operation Conducted:

Operator Certificate:

Operator Designator Code:

Street Address

City

Street Address

City

ELT Aided in Locating Accident Site?

Time Since Last Inspection
Hours

Model/Series:Engine Manufacturer:

Date of Last Inspection

Model/Series

Certified Max Gross Wt. Number of Engines:LBS

Serial Number

Airport Elevation
Ft. MSL

Runway Used Runway Length Runway Width

Rated Power:

Airframe Total Time
Hours

State Zip Code

State Zip Code

NoYes

Tricycle

Unknown

Part 135: Air Taxi & Commuter

On-demand Air Taxi

HSYA                              

59107    MTBILLINGS       

P.O. BOX 30998                

CORPORATE AIR                 

38118    TNMEMPHIS        

3101 TCHULAHOMA QA 5433       
FEDERAL EXPRESS CORPORATION   

Unknown

675 HP  PT6A-114A    P&WTurbo Prop

187502No

Normal

208B0108    208B                Cessna

None

NONE

Dry

Asphalt

100827622 5098COD YELLOWSTONE REGIONAL     

Accident

02/02/1999

DEN99LA036 
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First Pilot Information
Name

Sex: Seat Occupied:

City

Principal Profession: Certificate Number:

State Date of Birth Age

Certificate(s):

Airplane Rating(s):
Rotorcraft/Glider/LTA:
Instrument Rating(s):

Instructor Rating(s):

Type Rating/Endorsement for Accident/Incident Aircraft? Current Biennial Flight Review?
Medical Cert. Status:

- Flight Time Matrix

Medical Cert.: Date of Last Medical Exam:

Glider Lighter
Than Air

RotorcraftInstrument
Actual Simulated

Airplane
Mult-Engine NightAirplane

Single Engine
This Make
and Model

All A/C

Total Time
Pilot In Command(PIC)
Instructor
Last 90 Days
Last 30 Days
Last 24 Hours

Seatbelt Used? Shoulder Harness Used? Toxicology Performed? Second Pilot?

Departure Time Time ZoneState Airport Identifier

State Airport Identifier

Type of Flight Plan Filed:
Departure Point

Destination

Flight Plan/Itinerary

Type of Clearance:
Type of Airspace:

Weather Information
Source of Briefing:

Method of Briefing:

National Weather Service

Class G

VFR

   0000

RIW 

COD 

WY

  

RIVERTON       

Same as Accident/Incident Location

Company VFR

NoNoYesYes

11333

1430686868
41100211211211

1710015025022425007302730

2214415431471528137303585

10/07/1998Valid Medical--w/ waivers/lim.Class 1

No

None

Airline Transport

Airplane

Multi-engine Land; Single-engine Land

Glider

On FileCivilian PilotLeftM

31On FileOn FileOn FileOn File

Accident
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Weather Information
WOF ID Observation Time

Sky/Lowest Cloud Condition:

Time Zone WOF Elevation

Ft. MSL

WOF Distance From Accident Site

NM
Ft. AGL Condition of Light:

Direction From Accident Site

Deg. Mag.

Altimeter: "Hg

Density Altitude: Ft.

Visibility: SM

Wind Direction:

Ft. AGL

Weather Condtions at Accident Site:

°C°C Dew Point:

Gusts:

Lowest Ceiling:

Temperature:

Wind Speed:

Visibility (RVR): Ft.
Restrictions to Visibility:

Type of Precipitation:

Accident Information
Aircraft Damage:

Visibility (RVV) SM

Aircraft Fire:

Intensity of Precipitation:

Aircraft Explosion

Classification:

- Injury Summary Matrix
First Pilot

Second Pilot
Student Pilot

Check Pilot
Flight Engineer

Cabin Attendants
Other Crew
Passengers

- TOTAL ABOARD -
Other Ground

- GRAND TOTAL -

Fatal Serious Minor None TOTAL

Flight Instructor

11000

0000

11

11

None

None

Unknown00

Visual Conditions4327

250-121

29.00100None

Dusk0Clear

005098MST1714COD 
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Administrative Information
Investigator-In-Charge (IIC)

Additional Persons Participating in This Accident/Incident Investigation:
MIKE   MAGLIONE
FAA FSDO
CASPER, WY 82604

JAMES F. STRUHSAKER            

Accident

02/02/1999

DEN99LA036 


